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DISTRIBUTION / TRANSMISSION EQUIPMENT

Single Footrest Type 
Model No. Footrest 

Length 
Material of 

Footrest 
Applicable Pole 

(dia.) 
Safety Load 

kN(kgf) 
Weight 

Chain Assembly Footrest 
K-1 500mm 

Wooden Board 
150~320mm 2.0 (200) 

2.0kg 

3.9kg 
K-2 700mm 5.0kg 
K-3 900mm 7.2kg 
K-4 1,100mm 8.5kg 

K-300 300mm 
Plywood 

4.8kg 
K-300BT 300mm 150~250mm 1.5 (150) 3.6kg 
KT-240 240mm Wooden Board 

150~320mm 
2.0 (200) 2.2kg 4.5kg 

KH-1 900mm Plywood 1.5 (150) 5.5kg 

Single Footrest Type for Thick Pole 
Model No. Footrest 

Length 
Material of 

Footrest 
Applicable Pole 

(dia.) 
Safety Load 

kN(kgf) 
Weight 

Chain Assembly Footrest 
KL-1 500mm 

Wooden Board 300~600mm 2.0 (200) 3.1kg 

4.4kg 
KL-2 700mm 5.6kg 
KL-3 900mm 7.7kg 
KL-4 1,100mm 9.3kg 

Double Footrest Type 
Model No. Footrest 

Length 
Material of 

Footrest 
Applicable Pole 

(dia.) 
Safety Load 

kN(kgf) 
Weight 

Chain Assembly Footrest 
K-21 500mm 

Wooden Board 150~320mm 2.0 (200) 2.7kg 
8.5kg 

K-22 700mm 10.5kg 
K-23 900mm 13.9Kg 

K-2     KT-240                         K-300BT 

K-300     KH-1                                                K-22 
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For Maintenance Use 
Model No. FA-10-2 FA-H400G FA-H500G FA-H20-4 

No. of conductor 1 Wire 2 / 4 Wires 2 / 4 Wires 2 Wires 

Applicable Cable Size 
ACSR (mm2) 

Type 41: 100 - 410 
Type 61: 330 - 610 
Type 81: 810 - 1,160 
Type 152: 810 - 1,520 

240 - 810 240 - 810 240 - 810 

Distance between 
conductors ― 400mm 500mm 400 / 500mm 

Loading Capacity Catenary Angle 20° 
100kg 

Catenary Angle 15° 
100kg 

Catenary Angle 17° 
100kg 

Brake Mechanism Foot Brake 

Weight 

Type 41: 8kg 
Type 61: 10kg 
Type 81: 13kg 
Type 152: 15kg 

21kg 22kg 29kg 

Without Engine Type *Range Finder and Stopper are optionally attached. 

Model No. FA-20-1 FA-20-2 FA-70-1 FA-70-2 FA-30-1 FA-30-2 FA-80-1 FA-80-2 

No. of conductor 2 Wires 4 Wires 
Applicable Cable Size 

ACSR (mm2) 240 - 610 610 - 810 240 - 610 610 - 810 
Distance between 

conductors 400mm 500mm 400mm 500mm 

Loading Capacity Catenary Angle 10°250kg 
Catenary Angle 20°100kg 

Brake Mechanism Foot Brake 
Cable Tangle 

Preventer 〇 × 〇 × 〇 × 〇 × 

Weight 36kg 32kg 40kg 35kg 37kg 33kg 41kg 36kg 

FA-10-2                     

FA-H20-4                    FA-30-2                    
FA-H400G                   

Model No. Length Shape of 
main body 

Safety Load 
kN(kgf) Weight 

KM-1 1.5m 
L type 

2.0 (200) 

14.9kg 
KM-2 2.0m 16.4kg 
KM-3 2.6m 18.4kg 
KM-4 3.0m 

C Type 

20.4kg 
KM-5 4.5m 32.2kg 
KM-6 5.0m 33.7kg 
KM-7 6.0m 50.7kg 
KM-8 7.0m 58.0kg 

 

KM-4                   


